
 

 

 

LSX-18B
architects and enginers specifications

GENERAL INFORMATION

KEY FEATURES 

- Stackable and Flyable

- Excellent performance

- Low power compression

- Down to 45 Hz powerfull response

MAIN APPLICATIONS 

- Subwoofer for the LSX line-array system 

- Cardioid sub in combination with multiple LSX-18's

- Because of the M20 pole mount also compatible in use with the Ri-10 or Ri-12

DESCRIPTION

The LSX-18B is a high power subwoofer system driven by a long excusion 18” 

woofer. The LSX-18B can be used in combination with the LSX-8 line array 

cabinet, which can be flied or stacked. 

Because of the M20 pole mount, the LSX-18B can also be used as subwoofer in 

combination with the Ri-10 or Ri-12 speaker, to create a compact high-

performance system.

The LSX-18B subwoofer, combined with the LSX-8 speaker, creates a full range 

line-array system which is easy to use, including the 4 channel Speakon8® 

terminal. Furthermore, the user can easily scale the audio system to its 

demands. 

The cabinet is constructed from strong weatherproof 13-ply birch plywood, with 

black anti-scratch coating. The thick 2mm powder coated metal grill protects the 

driver from damage. 

SPECIFICATIONS

Frequency range (Hz) 36-140 (-10 dB)

AES power (W) 1200

Peak power (W) 7000

Sensitivity (@ 1W/1m) 98 dB

Max output (dB @ 1m) 132

Coverage (H x V) Omni / Cardioid with more LSX-18B's

Impedance (Ohm) 8

Rec. high pass filter (Hz) 35

Rec. amplifier 5000W@2Ohm

Weight (Kg) 47

Dimensions (H x B x D) 485 x 570 x 600

Input connections NL 8

Rigging LSX internal

www.sevensound.nl                                                    1/1 


